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DVGW-Baumusterpriifzertifikat DW-8616CQ0614
e

Field of Application
Anwendungsbereich

Owner of Certificate
Zertifikatinhaber

Distributor
Vertreiber

Product Category
Produktart

Product Description
Produktbezeichnung

Model
Modell

Test Reports
Priifberichte

Test Basis
Priifgrundlagen

Date of Expiry / File No.
Ablaufdatum / Aktenzeichen
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products of water supply
Produkte der Wasserversorgung

SAB s.p.a.
Via Salvo d'Acquisto, Z.1., 1-61048 S.Angelo in Vado (PU)

SAB s.p.a.
Via Salvo d'Acquisto, Z.1., 1-61048 S.Angelo in Vado (PU)

plastic fittings and compression fittings: plastic compression fitting for PE
pipes (8616)

compression fitting made of PP-B for pipes made of PE-HD (SDR11;
up to PN 16) for the drinking water supply

PLUG & PLAY

laboratory control test: 1901683 / 8963 / 2 from 24.03.2020 (OFM)
UBA-Guideline: KA 0205/16 from 19.10.2016 (TZW)

hygienic testing: MO 158/16 from 05.12.2016 (TZW)

KTW testing: 2001008 / 11022 / 1H from 04.02.2021 (OFI)
hygienic testing: MO 080/17 from 19.09.2017 (TZW)

DVGW GW 335-B3/(P) (01.09.2011)

UBA KTW (07.03.2016)
DVGW W 270 (01.11.2007)

16.06.2025 / 20-0430-WNV

DVGW CERT GmbH
Zertifizierungsstelle

Date, Issued by, Sheet, Head of Certification Bod
Datum, Bearbeiter, Blatt, Leiter der Zertifizierunggstelfe

DVGW CERT GmbH is an accredited body by DAKkS according to DIN EN
ISONEC 17065:2013 for certification of products for energy and water supply

industry.

DVGW CERT GmbH ist von der DAkkS nach DIN EN ISO/IEC 17065:2013
akkreditierte Stelle fiir die Zerlifizierung von Produkten der Energie- und

Wasserversorgung.

Josef-Wirmer-Str. 1-3
53123 Bonn

Tel. +49 228 9188 - 888
Fax +49 228 9188 -993

www.dvgw-cert.com
info@dvgw-cert.com

(( DAKKS

Deutsche
Akkreditierungsstelle
D-ZE-16028-01-05
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DW-8616CQ0614

Type Technical Data Remarks
Typ Technische Daten Bemerkungen
PLUG & PLAY nominal diameter; DN 63 mm

PLUG & PLAY nominal diameter: DN 90 mm

PLUG & PLAY nominal diameter: DN 110 mm

PLUG & PLAY nominal diameter: DN 125 mm

PLUG & PLAY nominal diameter: DN 140 mm

PLUG & PLAY nominal diameter: DN 160 mm




